





RIFLE. №1. MARK 3 умтн CUT-OFF SLOT. 


FULL SIZE COMPONENTS 


+4475 оти отр. А.н 
89 челмоко FLANK ANGLE 





то. 0060. 
то ем ЕҒҒЕСТІМЕ с а= 0041. 
= oor. 


‘25 ога 30. TRI. мит FORM. 
TOL.OF1OOS EITHER SIDE OF THE VERTICAL CENTRE СОСКІМС, PIECE В. і Е б Tet. Ом MRIOR DIA. = - 0057 
з PERMISSIBLE FOR ТНЕ CENTRE OF ТИС - чі Я а 704. ОМ EFFECTIVE буй. = - "0038. 
я - Тов.дм MINOR D14. = -:0076. 
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RIFLE, №Т, MARK 3 . мтн CUT-OFF 5_от: —— 


ОМЕМЗЮМ ІМ INCHES. 





SPRING, MAIN 
CANCELLED SEE PART № СЯ441. 
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THIRD ANGLE PROJECTION 
SCREW, CUT OFF 
FULL SIZE. gor -овв+ оо WDE x 04 DEEP 


MLD STEEL. CASE HARDENED 
АМО OIL BLACKED 


нав aR’ (ОА. OF THREAD НПА|-Н2. 


49 THREADS PER IN. RH. ENFIELD STANDARD. 
DIA. AT BOTTOM OF THREAD Н'0873.1-"0953. 


Ж SCREW SWIVEL, FOR PILING AND SLING SWVELS (3). 





Не г BA THREAD ТО 8S5 93. 








TRIM PRINT TO THIS 





о-‏ ڪڪ 


PIN WITH 


RIVETS. 


RNET, GUIDE , CHARGER, BODY (LONG). EEE... АА 
MILD STEEL. (ALTERNATIVE PATTERN). 
err ЗОРТ. 














Жж SCREW, EJECTOR. B 





МеЗВА THREAD ТО BSS 93. 





144 DIA 
114 
PIN. AXIS. BACKSIGHT MK.2. 
MILD STEEL. PIN, TRAP 
оң. BLACKED. BUTT PLATE. 
MILD STEEL WIRE. 
LEFT BRIGHT. 


ШЕКТИ OF PIN, BEFORE. ASSEMBLING. 


ENOS FILED:TO SUIT 
BUTT-PLATE AFTER ASSEMOLING. 


SCALE: 8. 
NOTE: 
THE HEADS OF ALL. SCREWS ARE ТО BE TURNED FROM THE WIRE OR BAR AND МОТ SPUN OR SET UP, EXCEPTING SCREW, BUTT PLATE, SCREW, BRACKET, AND SCREW, PROTECTOR. 
Ж INDICATES HEAD OF SCREW TO BE POLISHED BEFORE HARDENING OR LACKING. 


Ж SCREW, САР BACKSIGHT. 


Ж SCREW, BAND, INNER. Ж SCREW, BRACKET (2). "ЖЗСЯЕМ PLATE, BUTT (2). SCREW, CATCH, Ж: SCREW, SPRING, BOLT, LOCKING MK. 2. 
MLD STEEL. 2 WROUGHT IRON. WROUGHT IRON. SLIDE , BACKSIGHT. МАО sree. 
CASE HARDENED 401. BLACKED. CASE HARDENED. CASE HARDENED. MILD STEEL. CASE HARDENED & OIL LACKED. 
вико. 











DEPTH OF SLOT 05 






Ме? BA. THREAD TO в55 ЭЗ. 


İN 2 B.A THREAD TO 855. 93. МЗ BA THREAD ТО 853.93. 


DIA. OF THREAD Н-20-:005 


10 THREADS PER INCH. Р.Н. В THREADS PER INCH А.Н. 


Ж SCREW, EXTRACTOR. Ж SCREW, GUARD, TRIGGER,BACK. Ж SCREW, GUARD, TRIGGER FRONT. SCREW, САР HANDGUARD (2). Ж SCREW, CAP, NOSE, BACK. 
MILD STEEL. MLO STEEL. MLO STEEL. . MILD STEEL. MLD STEEL. 
CASE HARDENED 4 OIL BLACKED. CASE HARDENED & OIL BLACKED. CASE HARDENED & OIL BLACKED. BLUED . CASE HARDENED 4 OL BLACKED. 


ПАЛЬМ 


ШШ 





250. х 30 TAI. WHIT FORM. 
оо: N°2 ВА-ТНЯЕЛО ТО 855 ©З 


TOL ON MAJOR МА = 
TOL ОМЕРРЕСТМЕ DIA. 
TOL. ON MINOR DIA. 


OIA. OF THREAD Н-096 —-оог 
56 THREADS PER INCH AH ENFIELO STD. 
DIA. AT BOTTOM OF THREAD Н.0772 оса 






№5 BA THREAD TO BSS. ЭЗ №4 BA THREAD TO BSS. 93 


СЕМ, STRIKER. SCREW. PROTECTOR. ЖЖ SCREW, SEAR. ж SCREW, SPRING, BOLT, LOCKING, МИКА. Ж SCREW, SPRING, SIGHT BACK. Ж SCREW, SPRING, TRAP, BUTT-PLATE. 
MLO STEEL. MILD STEEL. MILD STEEL. MLD STEEL. MILD STEEL. MLD STEEL. 
CASE HARDENED & OI BLACKED. CASE HARDENED а OIL BLACKED. CASE HARDENED & OIL BLACKED. CASE HARDENED & OIL BLACKED. CASE HARDENED 4 OIL BLACKED. 


CASE HARDENED OIL BLACKED. 





N° 3 BA THREAD ТО 885 ӨЗ 


'№4 ВА. THREAD TO 8SS. 93. Мег BA.THREAD ТО 658 93 1745 DIA. «50 три. WHIT FORM. Ме 3 ВА THREAD ТО BSS 93 N°4BATHREAD TO 655 93 


TOL. ON MAJOR DIA 
TOL ON EFFECTIVE DIA +- -ООЗ! 








TOL ON MINOR DIA. =- ‘O064 
FULL SIZE 44. 
PINS FOR NEW WORK. 
SHARP EDGES REMOVED 
ре 
PIN, WORM. PIN, CATCH, РНЕ, BED, PIN.FIXING BLOCK, ВАНО, PIN. SCREWED. FORE. PIN, JOINT BAND OUTER. PIN, TRIGGER PIN.STOR BOLT, LOCKING (2) 
BEST BRIGHT STEEL WRE.. MAGAZINE. BACKSIGHT. FORE “SIGHT BRASS. MILO STEEL. BEST. BRIGHT STEEL WRE. SPECIAL STEEL SPRING MRE. 
HARDENED TEMPERED 4 BEST BRIGHT STEELWRE.  BEST.ERIGHT STEEL WIRE. BEST BRIGHT STEEL WIRE. BROWNED. HARDENED TEMPERED HARDENED TEMPERED 4 
o BLACKED. HARDENED, TEMPERED 4 HARDENED, TEMPERED 4 | | НАНОЕМЕР ,TEMPERED 4 OI BLACKED. OL BLACKED - 
٤ Оң. BLACKED. OIL BLACKED. On. BLACKED. 8 8 Р] 8 
Бы? DOUBLE THREAD ян. PITCH 10 © О У В і 
+ MEAN DIA. АГ BOTTOM OF THREAD ‘O72. 88 4 з 





TAPER 25 PER FOOT ONDIA. 
THIS PIN TO BE USED, ONLY FOR THE REPAIR 
OF RIFLES PREVIOUSLY FITTED WITH TAPER PIN 


WASHERS. 


кшш. SIZE. 


WASHER. GUARD. HAND REAR (2). _ взт, 
BRASS. 


OIL BLACKED. 
ы - р ЕТ 
ар" зма. 5 
WASHER, SPRING, BOLT, LOCKING. 
MILD STEEL. 





CANCELLED. 


SEE PART м? СВ486 & скы? 








MATERIAL TOLERANCES 
AS STATED 


PROTECTIVE FINISH DRAWING NUMBER 





RIFLE,N°I,MARK 3. 




















ите NUMBER 
SAID. 132ОК. 








WITH CUT OFF SLOT. COMPONENTS. 











[DATE | 
1 N CISL [Issue | ОАТЕ. CHANGE 





SCALE: FULL SIZE 4 ЕЗ ОІМЕМЅЮМ5 ІМ INCHES 








4 Т ОВЅОГЕЅСЕМТ 

















